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Master Link Gateway

ML-Gateway is a control interface between the products in a
Master Link system and a Home Automation System

Control and operation possible in both directions

Beo5 control and operation of the Home Automation System
Via the B&O products in the Master Link system

Home Automation System control of B&O products in the Master Link system
Via a button on the Home Automation System
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Operation of the B&O products in the
Master Link system with Beo5

-

Operation of the Home Automation
System with Beo5
Via the Master Link system
From every zone in the house

ML-Gateway - Features

Operation of the Home Automation System
Buttons on a panel

Operation of the B&O products in the Master
Link system via the Home Automation System
Via the Master Link system
Buttons on a panel
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Basic functionality

The Master Link Gateway is converting the commands

B&O commands into RS232 or Ethernet commands C'tl/lsLtgvr\?zr Servic: Mem:)l }
the Home Automation System - ommands - enable

: - MLGW Status - enabled (Crest |
RS232 or Ethernet commands into B&O commands atus - enabled (Crestron only)

for the products in the Master Link system
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Basic functionality

The control flow is based on macros by functionality
Events
Commands

MasterLink Ethernet / R5232

Commands -4——— = Commands —
Events ———p= —4——— Events i

i}

2 x 65 commands per room Master Link commands
Local and global commands Transmit IR simulated commands via the
Master Link to a master
One to one or one to more command Receive IR simulated commands via the
relations in both directions Master Link from a master - light and

control commands
Receive status from the products on the
Master Link
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Mains voltage
100V~ - 230V~

Power consumption
2.5W

Operating conditions
-10 to +50° C

Variants:

Type no 1798
China

Type no 1799
All markets

Technical specifications

Connections:

Mains socket

Master Link

RS232
D-SUB9 (male)

Ethernet
RJ45 socket
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MLGW compatible products

BeoVision 7-32 MK |
BeoVision7-32 MK I
BeoVision 7-32 MK IlI
BeoVision 7-32 MK IV
BeoVision 7-40 MK |
BeoVision 7-40 MK I
BeoVision 7-40 MK Il
BeoVision 9-50 MK |
BeoVision 9-50 MK I
BeoVision 9-50 MK Il
BeoSystem 3
BeoVision 8-26/32
BeoVision 8-40
Beolink Active
BeolLink Passive
Beolab 3500
BeoSound 3200
BeoSound 9000
BeoSound 4
BeoCenter 2

OSw 7.91
OSsw 7.91
OSsw 7.91
OSsw 7.91
OsSw 7.91
OSw 7.91
OBuild 433
OBuild 433
OBuild 433
OBuild 433
OBuild 433
OBuild 132
OBuild 68
OSW 1.6
OSW 1.6
OSW 3.30

HD-ready products only
HD-ready products only
HD-ready products only
HD-ready products only
HD-ready products only
HD-ready products only
pP-H8 SW 05.02
uP-H8 SW 05.02
uP-H8 SW 05.02
uP-H8 SW 05.02
uP-H8 SW 05.02

Option 0 (via video master)

Option 0 (via video master)

Option 0 (via video master)

Option 0 (via video master)
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Supported Home Automation Systems

Master Link Gateway supported Home Automation Systems:

LK IHC, Schneider LexControl

Lutron
Lutron HomeWorks Interactive
Lutron Graphic Eye
Lutron Graphic QS
Lutron Radio RA

KNX
Busch-Jaeger and more than 120 other Home Automation
Systems using the KNX standard

Conson XP

Crestron + others

Clipsal (C-bus)
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Home Automation Systems - Connection types

Ethernet connection (RJ45):
LK IHC, Schneider LexControl

Lutron Graphics Eye

Lutron Graphics QS

Lutron Radio RA

Lutron Home Works Interactive
KNXnet

Crestron

Clipsal

RS232 connection:

Lutron Graphics Eye

Lutron Graphics QS

Lutron Radio RA

Lutron Home Works Interactive
KNX (FT 1.2)

Conson Concept XP
RS485 —> RS232 converter

Crestron

Clipsal
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Ethernet connection - LK IHC

Router/Switch
Ethernet (LAN)
Internet
Energy
control ((l))
. ML-Gateway
Ethernet (LAN)
Heat IHC
control [ | Controller [—| Modem [—| Phone
|
p Room 1
Operation . .
Sensors switch Lightning
Alarm
Room 2
4
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o
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=
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Router/Switch

eﬁ Internet

Ethernet (LAN)

RS232 connection - KNX

R5232

Energy
control
T —
Environment [ | Data
control Interface
[
Operation . .
Sensors switch Lightning

Room 1

"
o

|
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Room 3
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The architecture

Digi-module@
=—fn{

Insulation\

Setup, switch Switch - On/Off

<——— Cabinet (top)
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On/off switch

LED indicator
Green/Red
Start-up feedback
Error feedback
Software update feedback

Front panel

BANG & OLUFSEN
ON  OFF
SETUP

Setup switch and the LED
Supports several functions
The LED is the function indicator

Functions:
Reset of password to factory settings
Reset of network settings to factory
settings
Erasing of configuration. Reset of network
settings and password to factory settings
Master Link product assignment
Recalling of original software
Triggering of one macro
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Rear panel

Mains

RS232
D-Sub9

Ethernet
RJ 45 socket
10/100 Mbit/s

Master Link
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Connecting a PC to Master Link Gateway

To ways to connect a PC to ML- Gateway

ML-Gateway connected in a LAN
ML-Gateway, the PC and a Home
Automation System connected at
the same time
Recommended when a router/switch is
available

Internet

The PC directly to ML-Gateway
Ethernet cable from the network port
on the PC to the Ethernet socket on the

rerErErEEEEETT
o

Ethermet cable

E ML-Gateway
‘Cross-over’ cable
WP-address. 192.168.1.10 Router / switch needed during the
Subnet rmask: 255 255.255.0 : -
Gateway: 192 168.1.1 Conflguratlon
ML'GatE"-'fa}" OME server: 192 .168.1.1

Default IP-address
192.168.1.10
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Web-based User Interface

Web-based User Interface
Access via the Internet browser on the PC
As to access a router

Navigation
Menus can be selected in the navigation bar
Never use the back and forward buttons in the Internet browser
Information may be lost

Save the settings before leaving a menu
Changing to another menu will not save the settings

Help function
Can be accessed from a specific menu
Shows the relevant part for a specific menu
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Start Menu

Access to the Start Menu via the Internet browser on the PC/ LapTop
Default IP-address in the address field
Default IP-address: 192.168.1.10
Can be changed

Access
PC/LapTop - Internet, Lan & WLAN
Mobile phones - 3G & WiFi

WEB panel
Access to the User Menus

Setup
Access to the configuration and programming
menus via a login box

Bang & Olufsen
Masterlink Gateway

\
Select scene for room Global

All off

Web I
e Back

Setup
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